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Product Manual

· For added protection, it is recommended to install a residual 
current device (RCD) with a rated residual working current not
 exceeding 30mA in the electrical circuit supplied to the 
bathroom. Please consult with an RCD installer as this needs 
to be purchased separately.

· This product is equipped with a non-self-resetting thermal 
safety cutoff device to prevent overheating. If the product cuts 
off due to overheating, please unplug it from the main power 
outlet and allow it to cool down.

· Note: To avoid the risk of missetting the thermal protector, 
do not power the appliance with an external switching device 
by an external switching device, such as a timer or connected 
to a circuit that is periodically switched on and off by a 
common component.

· Do not use this product near bathtubs, 
showers, washbasins or other water-holding 
utensils. 

· Do not block the air inlet and outlet to avoid danger.

· Do not twist or tie the power cord when storing the hair 
dryer to prevent damage to it.

· Keep the power cord away from heat sources and places 
that may impair its protective capability.

· Do not use hair dryers where aerosol (spray) products are 
used or where flammable sources are present.

· Do not use the hair dryer for anything other than hair drying, 
such as using it to dry clothes or other items.

· Please use the hair dryer according to the rated power 
supply. Do not use universal plugs or other voltage 
converters to avoid danger.

Warning Product Characteristics Product Display Functional Speci�cation Shift function

* Temperature display is for reference only, subject to 
actual experience. All described air outlet temperatures
 are 10 cm away from the air outlet at an ambient 
temperature of 25 ° C, with a deviation of ±5 ° C .

Leshi Hair Dryer Switch/wind speed control

Luminous ring Push the speed control button up and down to 
quickly change the wind speeds. Before connecting 
the
power plug, ensure that the switch is in the off position.

Temperature range
Silky air nozzle

Short press to switch the Temperature control button of 
"Cool air, warm air and hot air". Long press for 2-3 seconds, 
can be switched to cool,warm,hot air cycle, Press this butter 
again to maintain the last air mode.

In order to avoid electric shock and fire caused by improper
use, please read this instruction manual carefully before using 
and keep it safe for future reference.

· This product should not be used by persons with physical, 
sensory or intellectual disabilities or inexperienced persons 
(including children). Unless supervised or directed by a 
guardian to ensure safe use of the Product.

· Children are prohibited from handling the product or using it 
as a toy. Product needs to be watched closely when used 
near children. Children are prohibited from cleaning or 
maintaining products without a guardian.

· If the power cord is damaged, it must be replaced by 
the Russell Taylors service team avoid danger.

· Do not immerse in water or other liquids to clean the body 
of the hair dryer including electrical parts. When the hair 
dryer falls into water, unplug it immediately. Do not continue
 to use it even after drying.

· When using a hair dryer in the bathroom, unplug it after 
use, as access to water remains dangerous even after the 
switch has been turned off.

· When using, please prevent hair from getting close to 
the air inlet as this may cause danger.

· Do not touch the hot surface such as the air outlet when 
using or immediately after shutting down to avoid burns.

· Do not touch the plug or any part of the product with
 wet hands to prevent electrical shock.

· Unplug your hair dryer when it is not in use and 
before performing maintenance or servicing.

· If the hair dryer is abnormal or faulty, please contact the
Russell Taylors service team for maintenance.

The Hair Dryer uses a high speed brushless motor 
constant temperature blowing system and negative 
ion hair care technology, and has been carefully 
designed by the Russell Taylors aerodynamic 
laboratory for the drying and care of your hair.

The 105,000 RPM motor, developed by Russell Taylors 
Technology, can instantly generate strong airflow that does
 not hurt your hair and quickly dries your hair too.

Professional laboratory design of air nozzle can produce 
deep care for all hair types.

The built-in negative ion emitter can generate negative ions 
to neutralize positive and negative charges in hair, reducing
 static buildup and avoid frizziness.

The motor is placed vertically in the handle position, which 
reduces the center of gravity of the hair dryer and makes 
the handling more comfortable and balanced.

By optimizing the motor, the sharp high-frequency noise is
 modulated to the frequency that the human ear cannot 
perceive, and the noise is further reduced through the 
electro-motor balance processing to achieve a better user
 experience.
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during use

indicates that the content of the hazardous substance in all homogeneous materials of the component is 
under the limit requirement of GB/T 26572

means that the content of the hazardous substance in at least one homogeneous material of the part
exceeds the limit requirement of GB/T 26572

Spare parts
name

This form is prepared in accordance with the provisions of SJ/T 11364

Possible
causes Solutions

Manufacturer

1800W

280*70*92mm

Warranty Policy

The filter needs to be cleaned and maintained 
regularly to avoid debris and ensure smooth air 
intake.

· Before cleaning the filter, make sure the hair dryer is
 turned off and unplugged.

Cleaning and Maintenance Cleaning and Maintenance Cleaning and Maintenance The name and content of hazardous substances in the product Common faults After Sales Service and Support Non-warranty regulations

Harmful substances Common
faults

· Check the air outlet/air 
inlet for foreign objects, 
confirm that there is no 
abnormality  and  restart 
the product after cooling

One of the following circumstances, does not belong to the 
scope of the warranty range

· Unauthorized maintenance, misuse, collision, negligence, 
abuse, inlet fluid accident, alteration, incorrect use of 
non-product parts, or removal of alteration of labels or 
security markings.

failure situation.

· Air inlet filter removal: Hold the handle tightly and pull  
the air inlet filter directly downward to remove it from the 
handle.

Do not use water to clean the stainless steel 
filter,  as  this  may  cause  damage to
 the hair dryer

· Use a dry lint-free cloth, soft brush, toothbrush, etc. to 
clean the air intake filters and stainless steel filters.

· After cleaning, align the air inlet filter with the handle slot. 
When you hear the "click" sound, the installation is 
completed.

Russell Taylors

Hair Dryer

HD3

 220V-240V

50-60Hz

Russell Taylors

Product is not  
turning on

· Check if the power 
cord is plugged in or 
loose, confirm no 
abnormalities and restart

White light
flashing

· If still faulty, return to 
the  Russell  Taylors 
service team. 

Keypad
damaged

· If still faulty, return to
 the  Russell  Taylors 
service team. 

Return to the 
Russell Taylors
 service team.

Return to the 
Russell Taylors
  service team.

· This product is backed by a 2-year warranty which 
begins from the date of purchase by consumers.

· If a product within the warranty period has a "common 
fault" error it can be returned to the Russell Taylors 
service team for repair. After the product has been 
tested by our after-sales service center, it can collected
 by the consumer.

· Has exceeded the expiration date of valid term.

· Damage caused by excessive force.

· Does not meet the "common faults" listed performance 

· The product and its accessories are damaged due to 
improper use. 


